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WTK Client  Installation  and Setup

 Installation of WTK client on a user’s Windows PC 
· For software Version 1.3d

· Before starting ensure that the user has been added to the Telmax21.

· Insert the WTK Install CD.

· Open folder WTK Install and double click t21wtk1484_winmenV13d.exe
· A Command Prompt window will be displayed, then a “WinZip Self-Extractor – t21inst.exe” window.

· Click on ‘Unzip’ button

· Then you will be informed, “90 file(s) unzipped successfully”.  Click ‘OK’

· ‘Close’ the “WinZip Self-Extractor – t21inst.exe” window.

Open C:\4glsrv\t21inst folder. Double click on install.bat
· A box will be displayed
“Welcome to Informix 4GL-Server”
Click  ‘OK’ 

· If you have an existing Informix 4GL-Server installation, you will be asked if you want to install in a different directory.  Select ‘No’.
· Do not change the default install path (leave as C:\Program Files\..\4GLSRV)

· A box will be displayed
“Select Program Manager Group”
Click ‘OK’
· A window will appear with “The installation of Informix 4GL-Server 1.484 is finished”
Click  ‘OK’ 

· You will be returned to the Command window, which will contain

TRANS-MIT TELMAX21 WINDOWS MENU INSTALL SCRIPT

Telmax21 Windows menu rev 1.3d
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Press any key to continue
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· A message will appear saying, 
“Adding registry entries will be displayed” when complete click ‘YES’
· Another box will appear informing you that the “Information has been successfully entered into the registry”, Click ‘OK’ 

· T21env.bat file is opened automatically in NOTEPAD

Set LOGNAME=yourt21userid


replace “yourt21userid” with the user’s login on the Telmax21

Set t21host=t21machinename


replace “t21machinename” with the Telmax21 system name or IP address

Set t21client=yourpcname


replace ”yourpcname” with the name from Network, Identification, Computer name or @IP if DNS or hosts not being used

· Click on the ‘x’ at the top RHS of the Notepad window and a Message will appear “Do you want to save changes”, Click ‘YES’ 

· A Message will be displayed “T21 Windows NT Menu Install Complete” Press any key to continue

· When “Finished” appears in the window frame, click on ‘x’ to close the window

· The installation is now complete

· Post install tests

You may need to either restart the PC or click on start T21 icon in the Start(Program(Startup

Open the directory maintenance screen and check that it operational

Also run an extension detail report and set the report options to save on the client PC

User Access Requirements

The following TCP sockets are required to be enabled between the users and the Telmax21 server to allow normal mode of operation between the Windows workstations and the Telmax21 server over the LAN.

	Functionality
	TCP Socket number
	From
	To

	rlogin
	513
	WIN Client
	TELMAX21

	rshell
	514
	TELMAX21
	WIN Client

	fglgui (GUI interface)
	6400
	TELMAX21
	WIN Client
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